
Pre-assembled shower panel made of 
anodised aluminium, with vandal proof 
Shower head incorporating a scale proof 
nozzle and integrated 30sec. nominal de-
lay valve. Spray angle is free to be  
adjusted but can be locked by the 
installer. Top entry supplied from a pre-
blended water. Group Mixers available 
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ADVANTAGES 
Water Saving: Potential of 50% saving 
Cost Saving: Six shower panels can be com-
fortably supplied by one mixing valve reducing 
initial cost. Not to mention the longer term sav-
ings from reduced water and energy.  
Vandal Resistant: Design prevents tearing from 
the wall. Concealed fixings prevent unauthor-
ised access and pipe work is concealed 
Durable: Superior endurance 
Comfort and Safety: Smooth opening, adjust-
able nozzle, temperature regulated through a 
Group Mixing Valve — Supplied separately.  
Reduced Service: Nozzle jet reduces scale due 
to its scarifying action. Optional Traditional jet 
Aesthetics: Stylish modern design 
Guarantee: 10 Years 
USES: Health & Fitness, Public Sports Centres, 
Swimming Pools, Schools & Colleges, Halls of 
Residence, Club Houses and Domestic Shower 
rooms. 

TECH SPEC 
Min working pressure of 0.8bar 
 
Flow rate of 8L/min at 3bar 
 
To be used in conjunction with a 
Thermostatic Mixing Valve 
 
Supplied with non-return valves & 
filter 
 
Height:1020mm 
Width: 70mm 






